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XZ axis Steel Extended Contact Slide Stages

TSD-254 Stage size [ 125mm
TSD-404 Stage size [ /40mm

These stages are combinations of ball bearing slide guide X axis stages and flat Z axis stages.

ll Guide

P Vacuum-compatible stainless steel stages (TSDS-254/404) are also
available. [EEEEI E206

ll Attention

may stretch.

P The structure does not allow upside down installation since the
spring inside the stage might not be able to withstand the load and

P Since the structure uses the principle of leverage, the feed rate
fluctuates against the scale depending on the travel (about
+0.02mm for micrometer head 0.5mm/rotation).

Specifications

METRIC TSD-254C TSD-254S TSD-404C TSD-404S
Part Number

INCH = = TSD-404CUU TSD-404SUU

. METRIC = TSD-254SR - TSD-404SR

(Opposite Model)

INCH = = = TSD-404SRUU
Table Size [mm] 25%x25 25x25 40x40 40x40
Axes of Travel XZ axis
Micrometer Position Center Side Center Side
Travel [mm] Xaxis £3 Z axis +3 X axis +3 Z axis +3 X axis +6.5 Z axis +£3 X axis +6.5 Z axis +3
Lead of Actuator [mm/rotation] 0.5 0.5 0.5 0.5
Micrometer Readable Resolution [mm] 0.01 0.01 0.01 0.01
Bearing type Extended contact ball guide
Primary Material Steel
Finish Super black chrome + Black matte
Load Capacity [N] 29.4 (3.0kgf) 29.4 (3.0kgf) 88.3 (9.0kgf) 88.3 (9.0kgf)
Travel Accuracy Straightness [pm] 5 5 2.5 25
Max. Moment Pitch [N-m] 1.0 1.0 3.9 3.9
Capacity Roll [N+m] 1.0 1.0 3.9 3.9

Pitch [”/N-cm] 8.95 8.95 2.14 2.14
Moment Stiffness

Roll [”/N-cm] 8.75 8.75 2.04 2.04
Parallelism [um] 110 110 110 110
Options FP FP FP FP
Weight [kg] 0.17 0.17 0.45 0.45

Option for [ |25mm

Compatible product Lead of Actuator Micrometer Readable Resolution
Option Code ’ [Reference ) |
P Products Name Part Number [mm/rotation] [mm]
FP Fine-pitch Screw Adjusters ! FPSA-42525 0.25 — E008
Option for [ |40mm
Compatible product Lead of Actuator Micrometer Readable Resolution
Option Code ’ [Reference )|
P Products Name Part Number [mm/rotation] [mm]
o _ is: FPSA-62540
FP Fine-pitch Screw Adjusters 0.25 — E008

* Please add an option code as the part number suffix to specify various optional specifications.
* The load capacity of the FP type is 39.2N (4.0kgf). ((J40mm)
* The FP type requires a hex wrench or the optional hex wrench with knob (KCL) for driving operation. [EEZEDI FO10
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XZ axis Steel Extended Contact Slide Stages

TSD-604 Stage size [ 160mm
TSD-654 Stage size [ 165mm

These stages are combinations of ball bearing slide guide X axis stages and flat Z axis stages.

ll Guide

P Vacuum-compatible stainless steel stages (TSDS-604/654) are also
available. [EEEEI E206

ll Attention

P The structure does not allow upside down installation since the
spring inside the stage might not be able to withstand the load and
may stretch.

P Since the structure uses the principle of leverage, the feed rate
fluctuates against the scale depending on the travel (about
+0.02mm for micrometer head 0.5mm/rotation).

Specifications

B NIl METRIC TSD-604C TSD-604S TSD-654C-M6 TSD-654S-M6
INCH = - TSD-654CUU TSD-654SUU
METRIC - TSD-604SR - TSD-654SR-M6
(Opposite Model)
INCH = = - TSD-654SRUU
Table Size [mm] 60x60 60x60 65%65 65%65
Axes of Travel XZ axis
Micrometer Position Center Side Center Side
Travel [mm] X axis +6.5 Z axis £5 X axis +6.5 Z axis +5 X axis +6.5 Z axis £5 X axis +6.5 Z axis £5
Lead of Actuator [mm/rotation] 0.5 0.5 0.5 0.5
Micrometer Readable Resolution [mm] 0.01 0.01 0.01 0.01

Bearing type

Extended contact ball guide

Primary Material

Steel

Finish

Super black chrome + Black matte

[40mm
[J60mm
[J65mm
[180mm
[1100mm
[1120mm
Others

Crossed Roller Load Capacity [N] 147 (15.0kgf) 147 (15.0kgf) 147 (15.0kgf) 147 (15.0kgf)
Dovetail Travel Accuracy Straightness [um] 2.5 2.5 2.5 2.5
P T s Pitch [N-m] 6.9 6.9 6.9 6.9
- Capacity Roll [N+m] 6.9 6.9 6.9 6.9
e Pitch [7/N-cm] 0.73 0.73 073 0.73
Moment Stiffness
Ohters Roll [7/N-cm] 0.64 0.64 0.64 0.64
Parallelism [um] 110 110 110 110
[15mm Options FP FP FP FP
[125mm Weight [kg] 1.5 1.5 1.7 1.7

g Compatible product Lead of Actuator Micrometer Readable Resolution Retoronce,
Option Gode Products Name Part Number [mm/rotation] [mm] D)
FP Fine-pitch Screw Adjusters . FPSA-62540 0.25 E008

* Please add an option code as the part number suffix to specify various optional specifications.
* The load capacity of the FP type is 39.2N (4.0kgf).
* The FP type requires a hex wrench or the optional hex wrench with knob (KCL) for driving operation. [EEZEDI FO10
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XZ axis Steel Extended Contact Slide Stages

TSD-804 Stage size [ 180mm
TSD-1004 Stage size [ [100mm

These stages are combinations of ball bearing slide guide X axis stages and flat Z axis stages.

ll Attention

may stretch.

P The structure does not allow upside down installation since the
spring inside the stage might not be able to withstand the load and

P Since the structure uses the principle of leverage, the feed rate
fluctuates against the scale depending on the travel (about
+0.02mm for micrometer head 0.5mm/rotation).

Specifications

Part Number METRIC TSD-804C TSD-804S TSD-1004C TSD-1004S
(Opposite Model) | METRIC = TSD-804SR = TSD-1004SR
Table Size [mm] 80x80 80x80 100x100 100x100

Axes of Travel XZ axis

Micrometer Position Center Side Center Side

Travel [mm] Xaxis +12.5 Z axis +5 Xaxis +12.5 Z axis +5 Xaxis +12.5 Z axis +10 Xaxis £12.5 Z axis +10
Lead of Actuator [mm/rotation] 0.5 0.5 0.5 0.5
Micrometer Readable Resolution [mm] 0.01 0.01 0.01 0.01

Bearing type

Extended contact ball guide

Primary Material

Steel

Finish

Super black chrome + Black matte

Load Capacity [N] 147 (15.0kgf) 147 (15.0kgf) 245 (25.0kgf) 245 (25.0kgf)
Travel Accuracy Straightness [pm] 25 25 2.5 25
e Pitch [N-m] 6.9 6.9 9.8 9.8
Capacity Roll [N-m] 6.9 6.9 9.8 9.8

Pitch [7/N-cm] 0.61 0.61 0.42 0.42
Moment Stiffness

Roll [//N-cm] 0.57 0.57 0.39 0.39
Parallelism [um] 110 110 130 130
Options FP FP FP FP
Weight [kg] 2.1 2.1 5.0 5.0

Option for [ ]80mm
Compatible product Lead of Actuator Micrometer Readable Resolution
Option Code ’ [Reference ) |
P Products Name Part Number [mm/rotation] [mm]
o , ! X axis: FPSA-62550
FP Fine-pitch Screw Adjusters Fomeees oot 0.25 — E008
+ Z axis: FPSA-62540

Option for [ |[100mm

Compatible product

Lead of Actuator

Micrometer Readable Resolution

Option Code ; [Reference ) |
P Products Name Part Number [mm/rotation] [mm]
FP Fine-pitch Screw Adjusters ! FPSA-62555 0.25 — E008

* Please add an option code as the part number suffix to specify various optional specifications.
* The load capacity of the FP type is 39.2N (4.0kgf).
* The FP type requires a hex wrench or the optional hex wrench with knob (KCL) for driving operation. [EEZEDI FO10
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These stages are combinations of ball bearing slide guide X axis stages and flat Z axis stages.

é'y’g:::;'o" Il Attention
P The structure does not allow upside down installation since the
Optics & spring inside the stage might not be able to withstand the load and
Optical may stretch.
Coatings P Since the structure uses the principle of leverage, the feed rate
fluctuates against the scale depending on the travel (about
Holders +0.02mm for micrometer head 0.5mm/rotation).
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Specifications
P, METRIC TSD-1204C TSD-1204S TSD-1204C-M6 TSD-1204S-M6
art Number
INCH = - TSD-1204CUU TSD-1204SUU
© ite Model) METRIC - TSD-1204SR - TSD-1204SR-M6
. osite Mode
Ball Guide oP INCH - - - TSD-1204SRUU
Crossed Roller Table Size [mm] 120x120 120x120 120x120 120x120
Dovetail Axes of Travel XZ axis
- Micrometer Position Center Side Center Side
a|
L Travel [mm] X axis +20 Z axis +5 X axis +20 Z axis +5 Xaxis +20 Z axis +5 X axis +20 Z axis +5
V Groove Screw Lead of Actuator [mm/rotation] 0.5 0.5 0.5 0.5
Ohters Micrometer Readable Resolution [mm] 0.01 0.01 0.01 0.01
Bearing type Extended contact ball guide
C115mm Primary Material Steel
125mm Finish Super black chrome + Black matte
C140mm Load Capacity [N] 245 (25.0kgf) 245 (25.0kgf) 245 (25.0kgf) 245 (25.0kgf)
60mm Travel Accuracy Straightness [um] 25 2.5 2.5 25
165mm Max. Moment Pitch [N-m] 9.8 9.8 9.8 9.8
C80mm Capacity Roll [N-m] 9.8 9.8 9.8 9.8
Pitch [”/N-cm 0.4 0.4 0.4 0.4
L1100mm Moment Stiffness [ ]
Roll [”/N-cm] 0.38 0.38 0.38 0.38
Others Parallelism [um] 150 150 150 150
Weight [kg] 6.2 6.2 6.2 6.2
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TSD-404L Stage size [ /40mm

These stages are combinations of ball bearing slide guide X axis stages and flat Z axis stages.

I Guide

P Vacuum-compatible stainless steel stages (TSDS-254%L/404%L)

Optics & are also available. [EEEEJ E208
Optical
Coatings
Holders
Bases
Manual
Stages u
Actuators
Motoeized
Stages
Light
Sources
Index
Guide
X axis Stages
. Specifications
XY axis Stages
E, METRIC TSD-254CL TSD-254SL TSD-404CL TSD-404SL
. art Number
Z axis Stages INCH ) o TSD-404CLUU TSD-404SLUU
" . METRIC = TSD-254SRL = TSD-404SRL
XZ axis Stages (Opposite Model)
INCH = = = TSD-404SRLUU
XYZ axis Stages Table Size [mm] 25%x25 25x25 40x40 40x40
. Axes of Travel XZ axis
0 axis Stages
Micrometer Position Center Side Center Side
Goniometer Travel [mm] Xaxis +3 Zaxis +3 Xaxis +3 Z axis +3 X axis +6.5 Z axis +6.5 X axis +6.5 Z axis +6.5
o Lead of Actuator [mm/rotation] 0.5 0.5 0.5 0.5
Inclination
Micrometer Readable Resolution [mm] 0.01 0.01 0.01 0.01
Vacuum Bearing type Extended contact ball guide
Primary Material Steel
Finish Super black chrome
Load Capacity [N] 14.7 (1.5kgf) 14.7 (1.5kgf) 49 (5.0kgf) 49 (5.0kgf)
Ball Guide Travel Accuracy Straightness [pm] 1 1 1.0 1.0
[—— e Pitch [N-m] 2.2 2.2 5.0 5.0
fosseciotlen Capacity Roll [N-m] 21 21 50 50
Dovetail Moment Stiffness | Pitch [7/N-cm] 5.1 5.1 0.9 0.9
Lapping Options FP FP FP FP
V Groove Screw Weight [kg] 0.17 0.17 0.5 0.5
Ohters

[115mm

[J60mm
[165mm
[180mm
[1100mm
[1120mm
Others

Option for [ |25mm
Compatible product Lead of Actuator Micrometer Readable Resolution
Option Code N |Reference )
P Products Name Part Number [mm/rotation] [mm] ]
FP Fine-pitch Screw Adjusters : FPSA-42525 0.25 — E008

Option for [ |40mm

Compatible product Lead of Actuator Micrometer Readable Resolution
Option Code N |Reference )
P Products Name Part Number [mm/rotation] [mm] ]
FP Fine-pitch Screw Adjusters : FPSA-62540 0.25 — E008

* Please add an option code as the part number suffix to specify various optional specifications.
* The FP type requires a hex wrench or the optional hex wrench with knob (KCL) for driving operation. [EEEEI FO10
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Outline Drawing

TSD-254CL [ Hexagonal socket head cap screw M2x4...4 screws
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A B E 7
Part Number (mm) | (mm) C D (mm) (mm)
TSD-404CL 16 32 M3 M6 P1 3.5 6
TSD-404CLUU 15.875 | 31.75 | 6-32UNC | 1/4-20UNC 4 6.5

TSD-404SL/404SLUU
B Hexagonal socket head cap screw M3x6...4 screws, Spring washers
Hexagonal socket head cap screw 6-32UNCx3/16...4 screws (UU)
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A B E 7
Part Number mm) | (mm) C D (mm) (mm)
TSD-404SL 16 32 M3 M6 P1 3.5 6
TSD-404SLUU 15.875 | 31.75 | 6-32UNC | 1/4-20UNC 4 6.5

TSD-404SRL/404SRLUU

E Hexagonal socket head cap screw M3x6...4 screws, Spring washers
Hexagonal socket head cap screw 6-32UNCx3/16...4 screws (UU)

10.5 19.5 40 18 D depth 5
T : A__A ;
8-C depth 5

Z axis clamp

8
LIS o ©o o
0.5 < o | |
I 5 s iy
= 5 r
treoq=n EENEY [ -
L—JB ! "‘ZT ‘ B ‘\\4-¢E mounting hole
40 MAX34 X axis clamp, ¢F counterbore
A B £
Part Number (mm) (mm) [¢] D () ()
TSD-404SRL 16 32 M3 M6 P1 3.5 6
TSD-404SRLUU 15.875 | 31.75 | 6-32UNC | 1/4-20UNC 4 6.5
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XZ axis Steel Extended Contact Slide Stages (vertical)

TSD-604L Stage size [ 160mm
TSD-654L Stage size [ /65mm

These stages are combinations of ball bearing slide guide X axis stages and flat Z axis stages.

Application .
el ll Guide
P Vacuum-compatible stainless steel stages (TSDS-604%L/654%L)
Optics & are also available. [EEEEJ E208
Optical
Coatings
Holders
Bases
Manual
Stages u
Actuators
Motoeized
Stages
Light
Sources
Index
Guide
X axis Stages
XY axis Stages
Z axis Stages
XZ axis Stages
XYZ axis Stages Specifications
0 axis Stages B, METRIC TSD-604CL TSD-604SL TSD-654CL-M6 TSD-654SL-M6
art Number
INCH - = TSD-654CLUU TSD-654SLUU
Goniometer METRIC - TSD-604SRL = TSD-654SRL-M6
(Opposite Model)
Inclination INCH - - - TSD-654SRLUU
Table Size [mm] 60x60 60x60 65%65 65x65
Vacuum Axes of Travel XZ axis
Micrometer Position Center Side Center Side
Travel [mm] Xaxis = 6.5 Z axis +6.5 X axis £6.5 Z axis +6.5 X axis +6.5 Z axis 6.5 X axis 6.5 Z axis +6.5
Lead of Actuator [mm/rotation] 0.5 0.5 0.5 0.5
Ball Guide Micrometer Readable Resolution [mm] 0.01 0.01 0.01 0.01
Crossed Roller Bearing type Extended contact ball guide
— Primary Material Steel
IEas Finish Super black chrome
Lapping Load Capacity [N] 49 (5.0kgf) 49 (5.0kgf) 49 (5.0kgf) 49 (5.0kgf)
V Groove Screw Travel Accuracy Straightness [um] 1 1 1 1
Ohters Max. Moment Pitch [N-m] 8.0 8.0 8.0 8.0
Capacity Roll [N+m] 8.0 8.0 8.0 8.0
Moment Stiffness | Pitch [7/N-cm] 0.45 0.45 0.45 0.45
[115mm
Options FP FP FP FP
[125mm
Weight [kg] 1.3 1.3 1.6 1.6

[40mm
[J60mm
[165mm

[J80mm ;
Compatible product Lead of Actuator | Micrometer Readable Resolution
Option Code A [Reference ) |
£1100mm B Products Name Part Number [mm/rotation] [mm]
[£120mm FP Fine-pitch Screw Adjusters | FPSA-62540 0.25 - E008

Others ) ] ) . . -
* Please add an option code as the part number suffix to specify various optional specifications.

* The FP type requires a hex wrench or the optional hex wrench with knob (KCL) for driving operation. [EEEE>I FO10
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Outline Drawing

TSD-604CL [ Hexagonal socket head cap screw M4x®6...4 screws
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Hexagonal socket head cap screw 1/4-20UNCx1/4...4 screws (UU)
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2 T\4-¢>7 mounting hole (mrm)
MAX69 D counterbore TSD-654CL-M6 M6 P1 11
TSD-654CLUU 1/4-20UNC 12
TSD-654SL-M6/654SLUU TSD-654SRL-M6/654SRLUU
E Hexagonal socket head cap screw M6x6...4 screws (M6) E Hexagonal socket head cap screw M6x6...4 screws (M6)
Hexagonal socket head cap screw 1/4-20UNCx1/4...4 screws (UU) Hexagonal socket head cap screw 1/4-20UNCx1/4...4 screws (UU)
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XZ axis Aluminum Crossed Roller Slide Stages ertca) | TAN-4L Stage size [140/60mm

Stages that combined a light-weight Z axis aluminum stage, which integrated the stage with a Z axis
bracket, with an X axis aluminum stage.

Application Crossed roller guide enables smooth travel.
Systems
Optics &
Optical
Coatings
Holders
Bases
Manual
Stages u
Actuators
Motoeized
Stages
Light
Sources
Index
Guide
X axis Stages
XY axis Stages
Z axis Stages
XZ axis Stages
XYZ axis Stages Specifications
0 axis Stages N o METRIC TAM-404CL TAM-404SL TAM-604CL TAM-604SL
INCH TAM-404CLUU TAM-404SLUU - -
Goniometer ) METRIC - TAM-404SRL - TAM-604SRL
(Opposite Model)
Inclination INCH - TAM-404SRLUU = =
Table Size [mm] 40x40 60x60
Vacuum Axes of Travel XZ axis
Micrometer Position Center Side Center Side
Travel [mm] X axis +6.5 Z axis +6.5 X axis +6.5 Z axis +6.5 X axis +6.5 Z axis +6.5 X axis +6.5 Z axis +6.5
Lead of Actuator [mm/rotation] 0.5 0.5 0.5 0.5
Ball Guide Micrometer Readable Resolution [mm] 0.01 0.01 0.01 0.01
Crossed Roller Bearing type Crossed roller
- Primary Material Aluminum
Dovetail Finish Black anodized
Lapping Load Capacity [N] 49 (5.0kgf) 49 (5.0kgf) 49 (5.0kgf) 49 (5.0kgf)
V Groove Screw Travel Accuracy Straightness [um] 2 2 2 2
Ohters Max. Moment Pitch [N-m] 2.75 2.75 5.0 5.0
Capacity Roll [N+m] 3.0 3.0 5.0 5.0
- Moment Stiffness | Pitch [7/N-cm] 1.4 1.4 0.6 0.6
15mm Options FP FP FP FP
_25mm Weight [kg] 0.3 0.3 0.6 0.6

[J40mm
[J60mm
[165mm
[180mm
[1100mm
[1120mm
Others

g Compatible product Lead of Actuator Micrometer Readable Resolution Retoronce;
Option Gode Products Name Part Number [mm/rotation] [mm] )
FP Fine-pitch Screw Adjusters  FPSA-62540 0.25 — E008

* Please add an option code as the part number suffix to specify various optional specifications.
* The FP type requires a hex wrench or the optional hex wrench with knob (KCL) for driving operation. [EEEE>3 FO10
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TAM-404SRLUU 15.875 4 6.5 1.5

84 deptn 8
w 25 ‘ 25 M16 P1 depth 6
Z axis clamp
@ ©
\/ 4 &
v o (o 8
b N R
e} - uN’
0 o
< hd © ©
3 [ [
. &
L

MAX66

TAM-602SL [ Hexagonal socket head cap screw M4x8...4 screws

21 8-M4 depth 8

M16 P1 depth 6

Z axis clamp

e

WEB http:/www.sigma-koki.com/english/

< o 8 o
- © =
Y
©
_“-I%]- .
i s == T 39
* 50 X axis clamp 50 4-¢4.5 mounting hole
50 - $8 counterbore
MAX88

M 4-¢4.5 mounting hole
8 counterbore

TAM-602SRL [ Hexagonal socket head cap screw M4x8...4 screws

21 8-M4 depth 8

M16 P1 depth 6

Z axis clamp

=1

25

114
R

93

60
70

25

<]
«

50 2
60 -
MAX88

4-¢4.5 mounting hole

25

$8 counterbore

E-mail international@sigma-koki.com TEL +81-3-5638-8228 FAX +81-3-5638-6550

o

Application
Systems

Optics &
Optical
Coatings

Holders

Bases

Stages

Actuators

Motoeized
Stages

Light
Sources

Index

Guide

X axis Stages
XY axis Stages
Z axis Stages
XZ axis Stages
XYZ axis Stages
0 axis Stages
Goniometer
Inclination

Vacuum

Ball Guide

Crossed Roller

Dovetail
Lapping

V Groove Screw

[65mm
J80mm

[J100mm
[J120mm
Others



XZ axis Aluminum Crossed Roller Slide Stages ertca) | TAN-4L Stage size 65/ 80mm

Stages that combined a light-weight Z axis aluminum stage, which integrated the stage with a Z axis
bracket, with an X axis aluminum stage.

Application Crossed roller guide enables smooth travel.
Systems
Optics &
Optical
Coatings
Holders
Bases
Manual
Stages u
Actuators
Motoeized
Stages
Light
Sources
Index
Guide
X axis Stages
. Specifications
XY axis Stages
T METRIC TAM-654CL-M6 TAM-654SL-M6 TAM-804CL TAM-804SL
. al umber
Z axis Stages INCH TAM-654CLUU TAM-654SLUU - -
" . METRIC = TAM-654SRL-M6 - -
XZ axis Stages (Opposite Model)
INCH = TAM-654SRLUU - -
XYZ axis Stages Table Size [mm] 65%65 65x65 80x80 80x80
0 axis Stages Axes of Travel XZ axis
Micrometer Position Center Side Center Side
Goniometer Travel [mm] X axis +6.5 Z axis +6.5 X axis +6.5 Z axis +6.5 X axis 7.5 Z axis 7.5 Xaxis 7.5 Z axis +7.5
L Lead of Actuator [mm/rotation] 0.5 0.5 0.5 0.5
Inclination
Micrometer Readable Resolution [mm] 0.01 0.01 0.01 0.01
Vacuum Bearing type Crossed roller
Primary Material Aluminum
Finish Black anodized
Load Capacity [N] 49 (5.0kgf) 49 (5.0kgf) 49 (5.0kgf) 49 (5.0kgf)
Ball Guide Travel Accuracy Straightness [pm] 2 2 2 2
I e s Pitch [N-m] 5.0 5.0 7.0 7.0
Crossed Roller Gapacity Roll [N-m] 5.0 5.0 7.0 7.0
Dovetail Moment Stiffness | Pitch [7/N-cm] 0.6 0.6 0.25 0.25
Lapping Options FP FP FP FP
V Groove Screw Weight [kg] 0.7 0.7 1.2 1.2

Ohters

[115mm
[]125mm
[J40mm
[J60mm

[1100mm
[1120mm
Others

Option for [ /65mm
Compatible product Lead of Actuator Micrometer Readable Resolution
Option Code ’ [Reference ) |
P Products Name Part Number [mm/rotation] [mm]
FP Fine-pitch Screw Adjusters . FPSA-62540 0.25 - E008
Option for [ |80mm
Compatible product Lead of Actuator Micrometer Readable Resolution
Option Code ’ [Reference ) |
P Products Name Part Number [mm/rotation] [mm]
FP Fine-pitch Screw Adjusters : FPSA-62550 0.25 - E008

* Please add an option code as the part number suffix to specify various optional specifications.
* The FP type requires a hex wrench or the optional hex wrench with knob (KCL) for driving operation. [EEEE3I FO10
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Hexagonal socket head cap screw M6x8...4 screws (M6)

TAM-654CL-M6/654CLUU E Hexagonal socket head cap screw 1/4-20UNCx3/8...4 screws (UU)
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TAM-654SLUU 25.4 50.8 1/4-20UNC 7 TAM-654SRLUU 25.4 50.8 1/4-20UNC 7
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XZ axis Preset Stages | TASB-4 Stage size [115/125/ 140/ 160/ J65mm

Space-saving, compact XZ axis stages with horizontal table top, suitable for less frequent
operations that require fine adjustment.

Application ) ) )
Systems @ |deal for less frequent operations and fine adjustment.
® Elimination of adjustment knobs can prevent errant operations, and elimination of protrusions makes these stages
Optics & suitable for assembly in systems.
Optical
Coatings
I Guide
Holders P A hex wrench with knob and clamping wrench are included.
Bases
Manual
Stages u
Actuators
Motoeized
Stages
Light Mounting Method Detailed lllustration
Sources
Clamp with a screw Top mounting
from the top
Index Tapped holes are used as
counterbores because screws
are smaller than tapped holes
and will go in without any
. interference.
Guide
X axis Stages | | Bottom mounting
Clamp with screws that match
XY axis Stages ' the specification of tapped
holes.
: Clamp with a screw
Z axis Stages from the bottom
XZ axis Stages About Mounting Holes
n The bottom mounting Secure from | Secure from
XYZ axis Stages holes of preset stages PRt (NLiaferay thetop | the bottom
are tapped holes. -
0 axis Stages These stages allow TASB-154 M2 M2.8
9 TASB-254 M2 M3
mounting from the top or
Goniometer the bottom, convenient ~_TASB-404 M3 M4
for securing on optical TASB-404UU 6-32UNC -
Inclination breadboards or other TASB-604 M4 M5
|nstrume_nts as well as TASB-654-M6 M6 M8
Vacuum assembling in systems. / s/ c
Use the screws of the TASB-654UU 1/4-20UN 5/16-18UN
sizes listed in the table  * When mounting from the top surface, slide the
on the right for mounting.  top surface to insert screws in mounting holes.
. Specifications
Ball Guide
- METRIC TASB-154 TASB-254 TASB-404 TASB-604 TASB-654-M6
Crossed Roller Part Number — — —
INCH TASB-404UU TASB-654UU
Dovetail Table Size [mm] 15x15 25x25 40x40 60x60 65x65
Lapping Axes of Travel XZ axis
Travel [mm] X axis +2 X axis +3 X axis +7 X axis +10 X axis +12.5
V Groove Screw Z axis +2/ —0 Z axis +3/ —0 Z axis +5/ —0 Z axis +7/ —0 Z axis +7/ —0
Ohters Screw Pitch [mm] 0.4 0.5 0.5 0.5 0.5
Bearing type Dovetail slide method
TH5mm Primary Material Brass
25mm Finish Black matte
C40mm Load Capacity [N] 4.9 (0.5kgf) 6.9 (0.7kgf) 29.4 (3.0kgf) 98.1 (10.0kgf) 98.1 (10.0kgf)
60mm Travel Accuracy Straightness [pm] 30 30 30 30 30
CB5mm e Pitch [N-m] - 0.3 0.5 1.0 1.0
CI80mm Capacity Roll [N+m] — 0.3 0.5 1.0 1.0
Pitch [”/N-cm - 8.2 5.2 1.1 1.1
£1100mm Moment Stiffness [ ]
C120mm Roll [//N-cm] - 5.6 3.1 2.1 2.1
Others Parallelism [um] 150 150 150 150 150
Weight [kg] 0.03 0.11 0.4 1.4 1.8
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Outline Drawing

TASB-154 Pan head screw M2x5...3 screws, One 2.5mm hex wrench with knob,
One 0.89mm hex wrench Wrench size for clamp common to X and Z axes=0.89mm
15
10, [Enlarged view of clamp position]
% 3 Z axis clamp Z axis clamp
™
9
o e LR b
T :

3-¢2.2 p4 counterbore (Top mounting)
3-M2.6 (Bottom mounting)

Pan head screw M2x6...3 screws, One 3mm hex wrench with knob, Wrench size for adjustment X axis=3mm,
TASB-254 E One 0.89mm hex wrench E Wrench size for clamp common to X and Z axes=0.89mm

25 4
6-M2 depth 3.5 I
fyo M4 depth 4.5 Z axis clamp
[+ 3] [or 9
R - =
o
-—L. © © I [0 ©
© e
- |
¢1.5 locking hole 23 | 15
X axis clamp T T 38
~
K

:Y: AT
o 1
20 3-¢2.5 $4.5 counterbore (Top mounting)

3-M3 (Bottom mounting)

Pan head screw M3x8...4 screws, One 3mm hex wrench with knob, One 1.5mm hex wrench
TASB-404/404UU B Hexagonal socket head cap screw 6-32UNCx3/8...4 screws, One 3mm hex wrench with knob, One 1.5mm hex wrench (UU)

@ Wrench size for adjustment X axis=3mm, Wrench size for clamp common to X and Z axes=1.5mm
One 3mm hex wrench with knob,hex wrench size for clamp 1.5mm (UU)

X axis=Wrench size for adjustment 2.5mm, Z axis=Adjustment hole size ¢1.8mm

C depth 5 40 4
A__A 6-D depth 5 Z axis clamp
o\ o ©
<T ® 7
o o) ofd - 0
< N THE
<L Y © o ¢1.5 locking hole _%ﬂ
o e U
34 18
527%
X axis clamp [ [
b E
o
F: o0 0 | ‘gA) Part Number (mm) | (mm) c D (mm) | (mm) G
m* ] ) TASB-404 16 32 M4 M3 3.3 6 M4
B | \4-9E #F counterbore (Top mounting) TASB-404UU 15.875 | 31.75 | 8-32UNC | 6-32UNC | 4 | 65
G (Bottom mounting)
TASB-604 TASB-654-M6/654UU
Hexagonal socket head cap screw M4x10...4 screws, E Hexagonal socket head cap screw M6x12...4 screws,
One 3mm hex wrench with knob, One 1.5mm hex wrench One 3mm hex wrench with knob, One 1.5mm hex wrench (M6)
X axis=Wrench size for adjustment 3mm, Z axis=Adjustment hole size ¢ 3mm Hexagonal socket head cap screw 6-32UNCx3/8...4 screws,
Wrench size for clamp common to X and Z axes=1.5mm One 3mm hex wrench with knob, One 1.5mm hex wrench (UU)
@ Hex wrench size with knob 3mm, hex wrench size for clamp 1.5mm (M6)
60 el Hex wrench size with knob 3mm, hex wrench size for clamp 1.5mm (UU)
25 25 65 5,
4-M3 depth 8 32 ! 7 axis clam A A 8-C depth 8 Z axis clamp
8-M4 depth 8 P P ———
\ o [ o o < /
8 * 3 < ‘ 3 /
o © fan = T Do o 99909 m
© ) A © W O o1
[t} < :
N o s 4 $2 locking hole
9, . L L9 92 locking hole
© ©- ¢2 locking hole | | e © O Q
 ——
? 38 ‘ 21 3 38 | 23
X axis clamp T T 59 T T 614
= X axis clamp -
e e :
=}
0 | .
0 50 ‘\4-(154.2 $8 counterbore (Top mounting) 2 B 4-¢6.7 911 counterbore (Top mounting)
' ' 4-M5 (Bottom mounting) 4-D (Bottom mounting)
A B
Part Number (mm) (mm) C D
TASB-654-M6 25 50 M6 M8
TASB-654UU 25.4 50.8 1/4-20UNC 5/16-18UNC
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Lapping
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XZ axis Leadscrew Stages (Vertical)

XZ axis Rack and Pinion Dovetail Stages (vertical)

TAS-4L B8 W7069

TAR-4L EBW7070

The TAS type stages have dovetail groove guide and leadscrew adjustment system, suitable for
less frequent operations that require fine adjustment.
The TAR type stages have dovetail groove guide and rack and pinion system, suitable for frequent
operations that require quick motion and long travel.

® The feed handle offers excellent operability.

l Guide

P Micrometer brackets may extend above the top surface of some
stages. Check drawings for more information.

P Note that some samples might not be able to be fixed on the stage
depending on their shapes, or required travel might not be ensured.

HMounting Method of TAR-25504L
Use M3 pan head screws (only on
both edges) to secure from the top,
and M4 pan head screws to secure
from the bottom.

3 HEComponents
d\ Part Number TAR-25504L
i @ Z axis TARW-25503L
é X axis TARW-25501

Bottom Plate

Primary material: Aluminum
Finish: i

Black Anodized

TAR-34804L include a base plate that allows mounting on instruments
or bases fitted with M4 tapped holes on [ J50mm,
preventing the handle from contacting the mounting surface.

60

50

60
50

——— -

4

- 4-$4.5 mounting hole

_ /" $8 counterbore

4-¢4.5 stage surface mounting hole

$8 counterbore

Specifications

BT METRIC TAS-24304L | TAS-20604L | TAR-25504L | TAR-34804L | TAR-38404L-M6 | TAR-60554D | TAR-60704D
INCH - - - - TAR-38404LUU - -

Table Size [mm] 24x30 18x60 25x50 34x40 38x40 60x60 60x60

Axes of Travel XZ axis

Travel [mm] ; ax!s +4 X axis +7.5 X ax!s +10 X_axis +25 X _axis +15 X ax!s +27/-0 | X ax!s +37/-0

axis +4 Z axis 7.5 Zaxis £10 |Z axis +25/-20| Z axis +45 /-0 | Z axis +18 /-0 | Z axis +33 / -1

Lead of Actuator [mm/rotation] 0.5 0.5 about 20 about 20 about 20 ?:?r?‘gsaazﬁ'tﬁzzso ?:?r?‘gsaagﬁ't"zzso

Vernier Readable Resolution [mm] — 0.1

Bearing type Dovetail slide method

Primary Material Brass

Finish Super black chrome

Load Capacity [N] 4.9 (0.5kgf) 9.8 (1.0kgf) 9.8 (1.0kgf) 14.7 (1.5kgf) 14.7 (1.5kgf) 24.5 (2.5kgf) 24.5 (2.5kgf)

Travel Accuracy Straightness [um] 20 20 30 30 30 30 30

Max. Moment Pitch [N-m] 0.5 0.2 0.5 0.5 0.5 0.4 0.4

Capacity Roll [N+m] 0.2 0.2 0.5 0.5 0.5 0.5 0.5

Moment Stiffness | Pitch [7/N-cm] - - 3.98 2 2 - -

Weight [kg] 0.42 1.0 0.52 1.1 1.2 0.83 0.85




XZ axis Fine and Coarse Drive Rack and pinion Dovetail Stages Vertca) | TAR4D EE@W7516

4l

Z axis clamp

\ X axis clamp

w0
~
~

1

s

50
110,10,10,10,

63

22

3.8

TAR-25504L E Pan head screw M3x8...4 screws

MAX95

60+10

X axis clamp

2D||SD
CAD||(CAD

Outline Drawing

TAS-24304L [ Pan head screw M3x5...4 screws

TAS-20604L [ Hexagonal socket head cap screw Mdx10...4 screws

38

1

3

=i E
NS LN

113
60
50

4-M4 depth 6

X axis clamp

Z axis clamp

57.5+7.5

s

4-¢4.5
LL—] mounting hole

TAR-34804L [J] Hexagonal socket head cap screw M4x8...4 screws

X axis clamp

i)

10 25

2-¢3.3 ¢6 counterbore (Top mounting)

Q
wll
*Eft

34

ﬁ 4-M3 depth 5

Z axis clamp

©
14
40

35

SR

4-M4 (Bottom mounting) @2) 60 4-¢4.5 mounting hole 60
$8 counterbore 80
_ _ Hexagonal socket head cap screw M6x10...4 screws (M6)
TAR-38404L-M6/38404LUU E Hexagonal socket head cap screw 1/4-20UNCx3/8...4 screws (UU)
27 38
A
4-C depth 6
c
o
Ry <
8 © | O
o| —|Z axis clamp
N
W tgj
o
+
8
3
A B D
Part Number C
mf (mm) (mm) (mm)
4-D mounting hole B TAR-38404L-M6 25 50 M6 6.5
®11 counterbore 65 TAR-38404LUU 25.4 50.8 1/4-20UNC 7

TAR-60554D [} Hexagonal socket head cap screw M4x8...4 screws

M16 P1 depth 7

60

Tds
.
=

Travel 18

Clamp
T
a @ %R .
AN
- 50 F 4-¢4.5 mounting hole
60 $8 counterbore

WEB http:/www.sigma-koki.com/english/

60

6-M4 depth 7 25 _ ‘M16 P1 depth 7.
= 2

= i&

Fine knob |

‘ (144)
g 7
ZIAN N/
J PRI 5

70

50

TAR-60704D [£J] Hexagonal socket head cap screw M4x8...4 screws

| "\ 4-¢4.5 mounting hole

60

E-mail international@sigma-koki.com TEL +81-3-5638-8228
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XYZ axis Steel Extended Contact Slide Stages

TSD-255 Stage size [ [25mm
TSD-405 Stage size [ 140mm

These stages are combinations of ball bearing slide guide XY axis stages and flat Z axis stages.

ll Guide

available. [ E210

P Vacuum-compatible stainless steel stages (TSDS-255/405) are also

ll Attention

may stretch.

P The structure does not allow upside down installation since the
spring inside the stage might not be able to withstand the load and

P Since the structure uses the principle of leverage, the feed rate
fluctuates against the scale depending on the travel (about
+0.02mm for micrometer head 0.5mm/rotation).

Specifications

METRIC TSD-255C TSD-255S8 TSD-405C TSD-405S
Part Number

INCH = o TSD-405CUU TSD-405SUU

. METRIC = TSD-255SR - TSD-405SR

(Opposite Model)

INCH = = = TSD-405SRUU
Table Size [mm] 25%25 25x25 40x40 40x40
Axes of Travel XYZ axis
Micrometer Position Center Side Center Side
Travel [mm] XY axis +3 Z axis +3 XY axis +3 Z axis +3 XY axis +6.5 Z axis +3 XY axis +6.5 Z axis +3
Lead of Actuator [mm/rotation] 0.5 0.5 0.5 0.5
Micrometer Readable Resolution [mm] 0.01 0.01 0.01 0.01
Bearing type Extended contact ball guide
Primary Material Steel
Finish Super black chrome + Black matte
Load Capacity [N] 29.4 (3.0kgf) 29.4 (3.0kgf) 88.3 (9.0kgf) 88.3 (9.0kgf)
Travel Accuracy Straightness [pm] 5 5 2.5 25
Max. Moment Pitch [N-m] 1.0 1.0 3.9 3.9
Capacity Roll [N-m] 1.0 1.0 3.9 3.9

Pitch [”/N-cm] 10.55 10.55 2.34 2.34
Moment Stiffness

Roll [”/N-cm] 10.55 10.55 2.34 2.34
Parallelism [um] 130 130 130 130
Options FP FP FP FP
Weight [kg] 0.2 0.2 0.55 0.55

Option for [ ]125mm

Compatible product

Lead of Actuator

Micrometer Readable Resolution

Option Code ’ [Reference ) |
P Products Name Part Number [mm/rotation] [mm]
FP Fine-pitch Screw Adjusters ' FPSA-42525 0.25 - E008

Option for [ |40mm

Compatible product : ;
[165mm Option Code Lead of Actuator Micrometer Readable Resolution Reference |
? Products Name Part Number [mm/rotation] [mm]
[180mm :
i XY axis: FPSA-62540
£100mm FP Fine-pitch Screw Adjusters - SO 0.25 - E008
120mm ' Z axis: FPSA-42525

* Please add an option code as the part number suffix to specify various optional specifications.
* The load capacity of the FP type is 39.2N (4.0kgf). ((J40mm)
* The FP type requires a hex wrench or the optional hex wrench with knob (KCL) for driving operation. [EEEEDI FO10

Others
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MAX41 25

TSD-255C

H Hexagonal socket head cap screw
M2x4...4 screws

TSD-255S8
12, MAX49
7-M2 depth 4 25
S 10,10
|
o =
e
«©
(¥}
<
=
, Z axis clamp

5 I3
N oy
4
3| h

i El

1010

25

®
=
1010

MAX41

(©)]

Z axis clamp

7-M2 depth 4

Y axis clamp

<
N

4413

o
1Y

Y axis clamp

b
©
X axis clamp
20 .
4-¢2.4 mounting hole

@4 counterbore

TSD-405C/405CUU

X axis clamp
4-¢2.4 mounting hole

¢4 counterbore

H Hexagonal socket head cap screw M2x4...4 screws

B Hexagonal socket head cap screw
M3x6...4 screws, Spring washers

Hexagonal socket head cap screw
6-32UNCx3/16...4 screws (UU)

TSD-255SR [ Hexagonal socket head cap screw M2x4...4 screws
MAX49 (7,
25 7-M2 depth 4 7
1010 Y axis clamp
s [a
3| greet
2 | e Rksle 8
o o ‘D_ il
©
(¥}
2
=
Z axis clamp

]
X axis clamp
4-¢2.4 mounting hole

@4 counterbore

MAX66 40 .
A__A | Y axis clamp X
~—-‘ <) X axis clamp
| i)
o o o]
®le C
o s ;E[
<
®<>® ‘—I g
7-C depth 5
© B
©
<
=
Z axis clamp 10557
<
@
@
Jul
2 EEEHE% N ° Part Number o E (¢} D =
bt %% Rl (mm) (mm) (mm) (mm)
\\ ) TSD-405C 16 32 M3 3.5 6
[t} ‘ B ‘ 4-¢D mounting hole
- $E counterbore TSD-405CUU 15.875 31.75 6-32UNC 4 6.5

TSD-405S/405SUU
a

Hexagonal socket head cap screw M3x6...4 screws, Spring washers
Hexagonal socket head cap screw 6-32UNCx3/16...4 screws (UU)

18 40
7-Cdepth 5 A__A ) Y axis clam|
2 P X axis clamp
Pt
am A —
Lf ofo ®
o B ' ]
<
~ < i
2 o @09 o b €
=
MAX74 Lg‘
37
Z axis clamp
<
@
©
H
© d
N W gl
4-¢D mounting hole / é “"T
$E counterbore -
A B
Part Number (mm) (mm) C (mm) (mm)
TSD-405S 16 32 M3 3.5 6
TSD-405SUU 15.875 31.75 6-32UNC 4 6.5

WEB http:/www.sigma-koki.com/english/

TSD-405SR/405SRUU
a

Hexagonal socket head cap screw M3x6...4 screws, Spring washers
Hexagonal socket head cap screw 6-32UNCx3/16...4 screws (UU)

40 9.5) 9
A A 7-C depth 5
o Y axis clamp )
[} X axis clamp
I 7
= O[4I %E{
MHL ©5° of §
17
- h8
-2
=
MAXT74 Z axis clamp ‘ 37
<
el
©
+H
o
o ] _ = ~
N [ ) o
. A T
4-¢D mounting hole B [t}
®E counterbore '_T
B D E
Part Number (mm) (mm) C (mm) (mm)
TSD-405SR 16 32 M3 3.5 6
TSD-405SRUU 15.875 31.75 6-32UNC 4 6.5
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XYZ axis Steel Extended Contact Slide Stages

TSD-605 Stage size [ 160mm
TSD-655 Stage size [ /65mm

These stages are combinations of ball bearing slide guide XY axis stages and flat Z axis stages.

Specifications

ll Guide

P Vacuum-compatible stainless steel stages (TSDS-605/655) are also
available. [ E210

ll Attention

| ‘,\

P The structure does not allow upside down installation since the
spring inside the stage might not be able to withstand the load and
may stretch.

P Since the structure uses the principle of leverage, the feed rate
fluctuates against the scale depending on the travel (about
+0.02mm for micrometer head 0.5mm/rotation).

AN METRIC TSD-605C TSD-605S TSD-655C-M6 TSD-655S-M6
INCH = - TSD-655CUU TSD-655SUU
METRIC - TSD-605SR - TSD-655SR-M6
(Opposite Model)
INCH = = - TSD-655SRUU
Table Size [mm] 60x60 60x60 65%65 65%65
Axes of Travel XYZ axis
Micrometer Position Center Side Center Side
Travel [mm] XY axis +6.5 Z axis +5 XY axis +6.5 Z axis +5 XY axis +6.5 Z axis +5 XY axis +6.5 Z axis +5
Lead of Actuator [mm/rotation] 0.5 0.5 0.5 0.5
Micrometer Readable Resolution [mm] 0.01 0.01 0.01 0.01

Bearing type

Extended contact ball guide

Primary Material

Steel

Finish

Super black chrome + Black matte

[J40mm

Load Capacity [N] 147 (15.0kgf) 147 (15.0kgf) 147 (15.0kgf) 147 (15.0kgf)
Dovetail Travel Accuracy Straightness [um] 2.5 2.5 2.5 2.5
P T s Pitch [N+m] 6.9 6.9 6.9 6.9
- Capacity Roll [N+m] 6.9 6.9 6.9 6.9
V Groova Screw Pitch [7/N-cm] 0.81 0.81 0.81 0.81
Moment Stiffness
Ohters Roll [7/N-cm] 0.81 0.81 0.81 0.81
Parallelism [um] 130 130 130 130
[15mm Options FP FP FP FP
J25mm Weight [kg] 1.9 1.9 2.0 2.0

[J60mm

- lopton |
[J80mm Oysifiam Gl Compatible product Lead of Actuator | Micrometer Readable Resolution Reforonced |
7100mm Products Name Part Number [mm/rotation] [mm]

H20mm FP Fine-pitch Screw Adjusters ! FPSA-62540 0.25 — E008

* Please add an option code as the part number suffix to specify various optional specifications.
* The load capacity of the FP type is 39.2N (4.0kgf).
* The FP type requires a hex wrench or the optional hex wrench with knob (KCL) for driving operation. [EEEEDI FO10

Others
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TSD-605C MAXE6 60 (11) .
25 25 . Y axis clamp
E Hexagonal socket head cap screw S’Mt‘:‘ 6 32 = X axis of
M4x6...4 screws ep "1 /M
T e |
+ [te)
WO, 138 2 g
ol g
of o ¢
4-M3 depth 6 g
M16 P1 depth 6 g
Z axis clamp = -
8
D g
©
© ~ T o
&T Je;—.ﬁ M‘ B
.n_‘ 50 4-¢4.5 mounting hole
- ®8 counterbore
TSD-605S [J] Hexagonal socket head cap screw M4x6...4 screws TSD-605SR [ Hexagonal socket head cap screw Mdx6...4 screws
. 60 (11
208 60 7-M4 depth 6 ) 4-M3 depth 6 55 25 7-M4 depth 6 105
2525 = Y axis clamp S Y axis clamp X axis clamp
4-M3 depth 6 82, p= X axis clamp 4’1 3
SR Pt g A hye
—3 39
© LOme el s < eq@C\@p o T o . HIRL o
3 SO 3 YO e
2 4/ 4——{ & ’v I\l «
= o/ & ¢ T 5
<t e - NA
NA é @
g s
M16 P1 depth 6 AXE8 . MAX88 M16 P1 depth 6 47
47 Z axis clamp
- =]
0 ) 0
ol © ’ Z axis clam O v
fi H
~ ~
® =" ©
o ':% o) o
®) (Olas I 8
" wn
4-$4.5 mounting holeA 50 ‘ |.n_‘ 4-¢4.5 mounting hole 50 '—'T
8 counterbore T $8 counterbore
- - MAX69 65 (11)
TSD-655C-M6/655CUU A o _ ¥ axis clamp
H Hexagonal socket head cap screw depth 6 = X axis clamp

M6x6...4 screws (M6)
Hexagonal socket head cap screw

> & H &l
1/4-20UNCx1/4...4 screws (UU) © e < © @; 2 -
ofe f < © = Tl
o © O 1 B
3
2
E i
Z axis clamp E_L‘
= — 47
Ei #
L)
H|
| 'o?)
A D
s ; ‘ B 3 Part Number (mm) (mm) C (mm)
.QT ‘ ' N‘l -+ ounting roe | _TED-655C-M6 25 50 M6 P1 11
- B ~¢7 mounting hole - “3p_655CUU 254 50.8 1/4-20UNC 12

TSD-6555-M6/655SUU

E Hexagonal socket head cap screw M6x6...4 screws (M6)
Hexagonal socket head cap screw 1/4-20UNCx1/4...4 screws (UU)

7-Cdepth6 205, 65

an

@D counterbore

A A = Y axis clamp
l = X axis clamp
> © @ﬂ:—
2 Ldodp s ESEl L ip g
= o o o 5y B
3
g
=
MAX91 11
I ) Z axis clamp 47
T T
| O
H|
& i ]
Qll . 51 0
@ <
A snndiha [
4-¢7 mounting hole / ! u'z‘
@D counterbore B -
D
Part Number (mm) (mm) C (mm)
TSD-655S-M6 25 50 M6 P1 11
TSD-6555UU 25.4 50.8 1/4-20UNC 12
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TSD-655SR-M6/655SRUU
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XYZ axis Steel Extended Contact Slide Stages

TSD-805 Stage size [ 180mm

TSD-1005 Stage size [ [100mm

These stages are combinations of ball bearing slide guide XY axis stages and flat Z axis stages.

ll Attention

may stretch.

P The structure does not allow upside down installation since the
spring inside the stage might not be able to withstand the load and

P Since the structure uses the principle of leverage, the feed rate
fluctuates against the scale depending on the travel (about
+0.02mm for micrometer head 0.5mm/rotation).

Specifications

Part Number METRIC TSD-805C TSD-805S TSD-1005C TSD-1005S
(Opposite Model) | METRIC TSD-805SR = TSD-1005SR
Table Size [mm] 80x80 80x80 100x100 100x100

Axes of Travel XYZ axis

Micrometer Position Center Side Center Side

Travel [mm] XY axis £12.5 Z axis +5 XY axis +12.5 Z axis +5 XY axis + 12.5 Z axis +10 XY axis +12.5 Z axis +10
Lead of Actuator [mm/rotation] 0.5 0.5 0.5 0.5
Micrometer Readable Resolution [mm] 0.01 0.01 0.01 0.01

Bearing type

Extended contact ball guide

Primary Material

Steel

Finish

Super black chrome + Black matte

Load Capacity [N] 147 (15.0kgf) 147 (15.0kgf) 245 (25.0kgf) 245 (25.0kgf)
Travel Accuracy Straightness [pm] 25 25 2.5 25
e Pitch [N-m] 6.9 6.9 9.8 9.8
Capacity Roll [N+m] 6.9 6.9 9.8 9.8
TR ST EES Pitch [7/N-cm] 0.67 0.67 0.45 0.45
Roll [//N-cm] 0.67 0.67 0.45 0.45
Parallelism [um] 130 130 150 150
Options FP FP FP FP
Weight [kg] 2.6 26 6.1 6.1

Option for [ |80mm
) Compatible product Lead of Actuator Micrometer Readable Resolution Reterence
Cipen Bes Products Name Part Number [mm/rotation] [mm] o)
! XY axis: FPSA-62550
FP Fine-pitch Screw Adjusters [ e an Amean 0.25 - E008
: X axis: FPSA-62540

Option for [ ]100mm
) Compatible product Lead of Actuator Micrometer Readable Resolution Reteronce,
Option Gode Products Name Part Number [mm/rotation] [mm] )
FP Fine-pitch Screw Adjusters ! FPSA-62555 0.25 — E008

* Please add an option code as the part number suffix to specify various optional specifications.
* The load capacity of the FP type is 39.2N (4.0kgf).
* The FP type requires a hex wrench or the optional hex wrench with knob (KCL) for driving operation. [EEZEDI FO10
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XYZ axis Steel Extended Contact Slide Stages | TSD-1205 Stage size [1120mm

These stages are combinations of ball bearing slide guide XY axis stages and flat Z axis stages.

é'y’g:::;'o" Il Attention
P The structure does not allow upside down installation since the
Optics & spring inside the stage might not be able to withstand the load and
Optical may stretch.
Coatings P Since the structure uses the principle of leverage, the feed rate
fluctuates against the scale depending on the travel (about
Holders +0.02mm for micrometer head 0.5mm/rotation).
Bases
Manual
Stages u
Actuators
Motoeized
Stages
Light
Sources
Index
Guide
X axis Stages
XY axis Stages
Z axis Stages
XZ axis Stages
XYZ axis Stages
0 axis Stages
Goniometer
Inclination
Vacuum e .
Specifications
P, METRIC TSD-1205C TSD-1205S TSD-1205C-M6 TSD-1205S-M6
art Number
INCH = - TSD-1205CUU TSD-1205SUU
© ite Model) METRIC - TSD-1205SR - TSD-1205SR-M6
. osite Mode
Ball Guide ep INCH = = - TSD-1205SRUU
Crossed Roller Table Size [mm] 120x120 120x120 120x120 120x120
Dovetail Axes of Travel XYZ axis
- Micrometer Position Center Side Center Side
appin
L Travel [mm] XY axis +20 Z axis +10 XY axis £20 Z axis +10 XY axis +20 Z axis +10 XY axis +20 Z axis +10
V Groove Screw Lead of Actuator [mm/rotation] 0.5 0.5 0.5 0.5
Ohters Micrometer Readable Resolution [mm] 0.01 0.01 0.01 0.01
Bearing type Extended contact ball guide
115mm Primary Material Steel
125mm Finish Super black chrome + Black matte
CJ40mm Load Capacity [N] 245 (25.0kgf) 245 (25.0kgf) 245 (25.0kgf) 245 (25.0kgf)
J60mm Travel Accuracy Straightness [um] 25 2.5 2.5 25
165mm Max. Moment Pitch [N-m] 9.8 9.8 9.8 9.8
C80mm Capacity Roll [N-m] 9.8 9.8 9.8 9.8
Pitch [”/N-cm 0.41 0.41 0.41 0.41
L1100mm Moment Stiffness [ ]
Roll [7/N-cm] 0.41 0.41 0.41 0.41
Others Parallelism [um] 150 150 150 150
Weight [kg] 7.3 7.3 7.3 7.3
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= 2O vayl TSD-1205C-M6 25 100 M6 P1 6.5 11
LLJ TSD-1205CUU 25.4 101.6 1/4-20UNC 7 12
¢E counterbore
TSD-1205S-M6/1205SUU TSD-1205SR-M6/1205SRUU
B Hexagonal socket head cap screw M6x8...4 screws (M6) E Hexagonal socket head cap screw M6x8...4 screws (M6)
Hexagonal socket head cap screw 1/4-20UNCx5/16...4 screws (UU) Hexagonal socket head cap screw 1/4-20UNCx5/16...4 screws (UU)
22 120 120 (11) 22-C depth 8 11.3
22-C depth 8 AAAA = Y axis clamp AAAA = Y axis clamp
i X axis clamp — = X axis clamp
° ° < % LK) o & <
cele <o 20 ete <o
% 6 6 0 6 % < oo ¢ e F—
= ° o o o e 6 0 0 o
B N~ 1 N~
I = K
g 2
= =
MAX189 11.3 MAX189 . 48.5
485 Z axis clamp
L I I 1 Z axis clamp
ol o | | o
ks 1% W
& L, & g
" o ) =] -
™, © ; o) i#—y * a Tsagr— 1
" ! N
4-¢D mounting hole/‘ B c\A B 4-¢D mounting hole
¢E counterbore
@E counterbore
A B B D E
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TSD-1205S-M6 25 100 M6 P1 6.5 11 TSD-1205SR-M6 25 100 M6 P1 6.5 11
TSD-1205SUU 25.4 101.6 1/4-20UNC 7 12 TSD-1205SRUU 25.4 101.6 1/4-20UNC 7 12
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Application
Systems

XYZ axis Steel Extended Contact Slide Stages (vertical)

TSD-255L Stage size [ 125mm
TSD-405L Stage size [140mm

These stages are combinations of ball bearing slide guide XY axis stages and vertical mounting
type Z axis stages.

ll Guide

gg::g:l& P Vacuum-compatible stainless steel stages (TSDS-255%L/405%L)
Coatings are also available. [EEEIY E212
Holders
Bases
Manual
Stages u
Actuators
Motoeized
Stages
Light
Sources
Index
Guide
X axis Stages
Specifications
XY axis Stages
P, METRIC TSD-255CL TSD-255SL TSD-405CL TSD-405SL
art Number
Z axis Stages INCH = = TSD-405CLUU TSD-405SLUU
) . METRIC = TSD-255SRL - TSD-405SRL
XZ axis Stages (Opposite Model)
INCH = = = TSD-405SRLUU
XYZ axis Stages Table Size [mm] 25%x25 25x25 40x40 40%x40
) Axes of Travel XYZ axis
0 axis Stages - = - -
Micrometer Position Center Side Center Side
Goniometer Travel [mm] XY axis +3 Z axis +3 XY axis +3 Z axis +3 XY axis +6.5 Z axis +6.5 XY axis +6.5 Z axis +6.5
o Lead of Actuator [mm/rotation] 0.5 0.5 0.5 0.5
Inclination : :
Micrometer Readable Resolution [mm] 0.01 0.01 0.01 0.01
Vacuum Bearing type Extended contact ball guide
Primary Material Steel
Finish Super black chrome
Load Capacity [N] 14.7 (1.5kgf) 14.7 (1.5kgf) 49 (5.0kgf) 49 (5.0kgf)
Ball Guide Travel Accuracy STraightness [um] 1 1 1 1
- s Pitch [N-m] 2.2 2.2 5.0 5.0
Crossed Roller Capacity Roll [N-m] 2.1 2.1 5.0 5.0
Dovetail Moment Stiffness | Pitch [“/N-cm] 6.7 6.7 1.1 1.1
Lapping Options FP FP FP FP
Weight [k 0.2 0.2 0.6 0.6
V Groove Screw ont fka]
Ohters

[115mm

[J60mm
[165mm
[180mm
[1100mm
[1120mm
Others

Option for [ |25mm
Compatible product Lead of Actuator Micrometer Readable Resolution
Option Code N [Reference )
Pt Products Name Part Number [mm/rotation] [mm] )|
FP Fine-pitch Screw Adjusters . FPSA-42525 0.25 - E008

Option for [ [40mm

. Compatible product Lead of Actuator Micrometer Readable Resolution Reterence
G Products Name Part Number [mm/rotation] [mm] tetence)|
FP Fine-pitch Screw Adjusters : FPSA-62540 0.25 - E008

* Please add an option code as the part number suffix to specify various optional specifications.
* The FP type requires a hex wrench or the optional hex wrench with knob (KCL) for driving operation. [EEZEDI FO10
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Application
Systems

XYZ axis Steel Extended Contact Slide Stages (vertical)

TSD-605L Stage size [ 160mm
TSD-655L Stage size [ 165mm

These stages are combinations of ball bearing slide guide XY axis stages and vertical mounting
type Z axis stages.

0l Guide

gg::g:l& P Vacuum-compatible stainless steel stages (TSDS-605%L/655%L)

Coatings are also available. [EEEIY E212

Holders

Bases

Manual

Stages u

Actuators

Motoeized

Stages

Light

Sources

Index

Guide

X axis Stages

XY axis Stages

Z axis Stages

XZ axis Stages

XYZ axis Stages Specifications

0 axis Stages S METRIC TSD-605CL TSD-605SL TSD-655CL-M6 TSD-655SL-M6

INCH = = TSD-655CLUU TSD-655SLUU

Goniometer METRIC - TSD-605SRL = TSD-655SRL-M6
(Opposite Model)

Inclination INCH = = = TSD-655SRLUU
Table Size [mm] 60x60 60x60 65x65 65%65

Vacuum Axes of Travel XYZ axis
Micrometer Position Center Side Center Side
Travel [mm] XY axis +6.5 Z axis +6.5 XY axis +6.5 Z axis +6.5 XY axis +6.5 Z axis +6.5 XY axis +6.5 Z axis +6.5
Lead of Actuator [mm/rotation] 0.5 0.5 0.5 0.5

Ball Guide Micrometer Readable Resolution [mm] 0.01 0.01 0.01 0.01

Crossed Roller Bearing type Extended contact ball guide

- Primary Material Steel

Dovetail Finish Super black chrome

Lapping Load Capacity [N] 49 (5.0kgf) 49 (5.0kgf) 49 (5.0kgf) 49 (5.0kgf)

V Groove Screw Travel Accuracy Straightness [pm] 1 1 1 1

R Max. Moment Pitch [N-m] 8.0 8.0 8.0 8.0

Capacity Roll [N+m] 8.0 8.0 8.0 8.0

- Moment Stiffness | Pitch [7/N-cm] 0.58 0.58 0.58 0.58

L Options FP FP FP FP
- 25mm Weight [kg] 1.7 17 1.9 1.9

[40mm
[J60mm
[J65mm
[180mm
[1100mm
[1120mm
Others

. Compatible product Lead of Actuator Micrometer Readable Resolution Reterence
G Products Name Part Number [mm/rotation] [mm] tetence)|
FP Fine-pitch Screw Adjusters : FPSA-62540 0.25 - E008

* Please add an option code as the part number suffix to specify various optional specifications.
* The FP type requires a hex wrench or the optional hex wrench with knob (KCL) for driving operation. [EEZEDI FO10
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TSD-655SRL-M6 25 50 M6 P1 11
TSD-655SRLUU 25.4 50.8 1/4-20UNC 12

65 11
12 A A 9-C depth 6
Z axis clam|
© O >
5 <
I, B o o) —1 v
. © hd ©| v
0 3 < | &
o I 2 o o o
6_ & —
L A N [
t 8 7 f
: /. SRR
B ‘ X axis clamp MAX69 ‘ ‘ - Y axis clamp
MAX69 65 (11) 4-¢7 mounting hole
¢D counterbore
A B D
Part Number (mm) (mm) (¢} (mm)
TSD-655CL-M6 25 50 M6 P1 11
TSD-655CLUU 25.4 50.8 1/4-20UNC 12
TSD-655SL-M6/655SLUU
E Hexagonal socket head cap screw M6x6...4 screws (M6)
Hexagonal socket head cap screw 1/4-20UNCx1/4...4 screws (UU)
65 20.8
12 A A 9-C depth 6
i Z axis clamp
o O ©
5 <
- oY o) — 1 W0
4 v v ©| v
© % < |8
b 6 © ©
) o=
X axis clamp ,@* ‘f} -
B R [ L
EEE 1 o) o
- 1T @[] i ! )
B \Y axis clamp 'ﬂ | B | "\ 4-¢7 mounting hole
65 (11) MAX91 @D counterbore
MAX91
Part Number C D
(mm) (mm) (mm)
TSD-655SL-M6 25 50 M6 P1 11
TSD-655SLUU 25.4 50.8 1/4-20UNC 12
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XYZ axis Aluminum Crossed Roller Slide Stages Nertical | TAN-5L Stage size [40/C60mm

Light-weight XYZ axis aluminum stages integrating a stage and Z bracket.
Crossed roller guide enables smooth travel.

Application
Systems
Optics &
Optical
Coatings
Holders
Bases
Manual
Stages u
Actuators
Motoeized
Stages
Light
Sources
Index
Guide
X axis Stages
XY axis Stages
Z axis Stages
XZ axis Stages
XYZ axis Stages Specifications
0 axis Stages S METRIC TAM-405CL TAM-405SL TAM-605CL TAM-605SL
INCH TAM-405CLUU TAM-405SLUU = =
Goniometer METRIC - TAM-405SRL = TAM-605SRL
(Opposite Model)
Inclination INCH = TAM-405SRLUU - -
Table Size [mm] 40x40 40%x40 60x60 60x60
Vacuum Axes of Travel XYZ axis
Micrometer Position Center Side Center Side
Travel [mm] XY axis +6.5 Z axis +6.5 XY axis +6.5 Z axis +6.5 XY axis +6.5 Z axis +6.5 XY axis +6.5 Z axis +6.5
Lead of Actuator [mm/rotation] 0.5 0.5 0.5 0.5
Ball Guide Micrometer Readable Resolution [mm] 0.01 0.01 0.01 0.01
Crossed Roller Bearing type Crossed roller
- Primary Material Aluminum
Dovetail Finish Black anodized
Lapping Load Capacity [N] 49 (5.0kgf) 49 (5.0kgf) 49 (5.0kgf) 49 (5.0kgf)
V Groove Screw Travel Accuracy Straightness [pm] 2 2 2 2
R Max. Moment Pitch [N-m] 2.75 2.75 5.0 5.0
Capacity Roll [N+m] 3.0 3.0 5.0 5.0
- Moment Stiffness | Pitch [7/N-cm] 1.9 1.9 0.9 0.9
L Options FP FP FP FP
_25mm Weight [kg] 0.4 0.4 0.9 0.9

[165mm
[180mm
[1100mm
[1120mm
Others

. Compatible product Lead of Actuator Micrometer Readable Resolution Reterence
G Products Name Part Number [mm/rotation] [mm] tetence)|
FP Fine-pitch Screw Adjusters : FPSA-62540 0.25 - E008

* Please add an option code as the part number suffix to specify various optional specifications.
* The FP type requires a hex wrench or the optional hex wrench with knob (KCL) for driving operation. [EEZEDI FO10
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Outline Drawing

Pan head screw M3x6...4 screws, Spring washers

TAM-405CL/405CLUU E Hexagonal socket head cap screw 6-32UNCx1/4...4 screws (UU)

2D
CAD

3D
CAD

10.4,
40 (12 8-D depth 5
C depth 7
AA Z axis clamp
T
o
0 * * Slo
S DN
ol °
49 RN
&
3 ® 9 8
< 1
N == Y )
B X axis clamp ‘ MAX66 ‘ B ‘ © Y axis t.:lamp
MAX66 40 (12 4-¢E mounting hole
@F counterbore
A B B [F
Part Number mm) | (mm) C D mm) | (mm) | (mm)
TAM-405CL 16 32 M6 P1 M3 3.5 6 2
TAM-405CLUU 15.875 | 31.75 | 1/4-20UNC | 6-32UNC 4 6.5 1.5
TAM-405SL/405SLUU TAM-405SRL/405SRLUU
B Pan head screw M3x6...4 screws, Spring washers E Pan head screw M3x6...4 screws, Spring washers
Hexagonal socket head cap screw 6-32UNCx1/4...4 screws (UU) Hexagonal socket head cap screw 6-32UNCx1/4...4 screws (UU)
10.4 10.4 21 40
I 40 21 8-Ddepth5 T A A | 8-Ddepth5
ﬁ A A C depth 7 1 C depth 7
‘ I—*~——1 Z axis clamp Z axis clamp
& v k"
< - A <
<| O d < o
a S 5 g e
. e ) o 4
498 ¥ axis clamp_ - {TTTTT]] 4 g8 T| Yaxisclamp =TT
T Ty
3 | v &
g 8 8 @f s <aEN a [é
n | [} | I
& L [ % i o Lu‘cJJ L | N LL& 1)
B X axis clamp B ol ) B X axis clamp f _B | 2
40 (12) MAX73 W 40 (12) 4-¢E mounting hole MAX73 2
MAX73 #F counterbore |21 MAX73 @F counterbore
Part Number C D E Part Number a C D G
(mm) | (mm) (mm) | (mm) | (mm) (mm) | (mm) (mm) | (mm) | (mm)
TAM-405SL 16 32 M6 P1 M3 3.5 6 2 TAM-405SRL 16 32 M6 P1 M3 3.5 6 2
TAM-405SLUU 15.875 | 31.75 | 1/4-20UNC | 6-32UNC 4 6.5 1.5 TAM-405SRLUU 15.875 | 31.75 | 1/4-20UNC | 6-32UNC | 4 6.5 | 1.5
TAM-605CL E Hexagonal socket head cap screw M4x8...4 screws
2 60 14) 8-M4 depth 8
25_ 25 M16 P1 depth 6
‘ Z axis clamp
R
@l 2L
12 . r\/¢ el
© i 7 e} ~
I ol & Ol
"l I 9 3 © &
P 515 ¢ o [T
2 © _
“8’- [S6=3 2 08
L e e ®© e.]
50 X axis clamp * .
MAX66 50 \ Y axis clamp
MAX66 60 a4 \4-¢4.5 mounting hole
®8 counterbore
TAM-605SL E Hexagonal socket head cap screw M4x8...4 screws TAM-605SRL E Hexagonal socket head cap screw M4x8...4 screws
- 21 60
123 60 21_ 8-M4 depth 8 2.3 25 25 8-M4 depth 8
25 25 M16 P1 depth 6 M16 P1 depth 6
‘ ‘ Z axis clamp Z axis clamp
3 © o °
& x/ 4 8
o (] “ N o o sl o E Q
o~ —* 3o - AU ©
g i & = o ¥ i &
- § —| Y axis clamp s o " 15 0 S o o o
= - 15 g I S (I
I g : S d
@ 1o ) ™ [=4)=2 /oo 8 E ¥ axis clamp/” 4| 6&9}\ I 3
& ! =3 e & e e o o
X axis ol X axis clamp 50 0
50 axis clamp 50 N ; i
60 14 4-¢4.5 mounting hole (14) ‘W MAX88 o
(14) MAX88 ¢8 counterbore #8 counterbore
MAX88
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XYZ axis Aluminum Crossed Roller Slide Stages Nertical | TAN-5L Stage size [65/8omm

Light-weight XYZ axis aluminum stages integrating a stage and Z bracket.
Crossed roller guide enables smooth travel.

Application
Systems
Optics &
Optical
Coatings
Holders
Bases
Manual
Stages u
Actuators
Motoeized
Stages
Light
Sources
Index
Guide
X axis Stages
Specifications
XY axis Stages
S METRIC TAM-655CL-M6 TAM-655SL-M6 TAM-805CL TAM-805SL
art Number
Z axis Stages INCH TAM-655CLUU TAM-655SLUU = =
) . METRIC = TAM-655SRL-M6 - -
XZ axis Stages (Opposite Model)
INCH = TAM-655SRLUU - -
XYZ axis Stages Table Size [mm] 65%65 65%65 80x80 80x80
) Axes of Travel XYZ axis
0 axis Stages - = - -
Micrometer Position Center Side Center Side
Goniometer Travel [mm] XY axis +6.5 Z axis +6.5 XY axis +6.5 Z axis +6.5 XY axis £7.5 Z axis +7.5 XY axis £7.5 Z axis 7.5
o Lead of Actuator [mm/rotation] 0.5 0.5 0.5 0.5
Inclination : :
Micrometer Readable Resolution [mm] 0.01 0.01 0.01 0.01
Vacuum Bearing type Crossed roller
Primary Material Aluminum
Finish Black anodized
Load Capacity [N] 49 (5.0kgf) 49 (5.0kgf) 49 (5.0kgf) 49 (5.0kgf)
Ball Guide Travel Accuracy STraightness [um] 2 2 2 2
A Wik, IWlemiacrt Pitch [N-m] 5.0 5.0 7.0 7.0
Crossed Roller Capacity Roll [N-m] 5.0 5.0 7.0 7.0
Dovetail Moment Stiffness | Pitch [?/N-cm] 0.9 0.9 0.35 0.35
Lapping Options FP FP FP FP
Weight [k 1.15 1.15 1.5 15
V Groove Screw ont fka]

Ohters

[115mm
[]125mm
[J40mm
[J60mm

[1100mm
[1120mm
Others

Option for [ /65mm
Compatible product Lead of Actuator Micrometer Readable Resolution
Option Code N [Reference )
Pt Products Name Part Number [mm/rotation] [mm] )|
FP Fine-pitch Screw Adjusters : FPSA-62540 0.25 - E008

Option for [ |80mm

. Compatible product Lead of Actuator Micrometer Readable Resolution Reterence
G Products Name Part Number [mm/rotation] [mm] tetence)|
FP Fine-pitch Screw Adjusters : FPSA-62550 0.25 - E008

* Please add an option code as the part number suffix to specify various optional specifications.
* The FP type requires a hex wrench or the optional hex wrench with knob (KCL) for driving operation. [EEZEDI FO10
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Outline Drawing

TAM-655CL-M6/655CLUU

Hexagonal socket head cap screw M6x8...4 screws (M6)
Hexagonal socket head cap screw 1/4-20UNCx3/8...4 screws (UU)

38 65 (14)
A__A 9-C depth 8
Z axis clamp
@ ©
t ,<
o < 8w
o § < F
7 50 o o ©
=@ [ I
e ]
o 1 [=U=3 \ <
N
i A ; =LB o el i}
B X axis clamp MAX68 L s | Y*axis clamp
MAX68 65 (14)
4-¢D mounting hole
@11 counterbore
A D
Part Number (mm) (mm) C (mm)
TAM-655CL-M6 25 50 M6 P1 6.5
TAM-655CLUU 25.4 50.8 1/4-20UNC 7
TAM-655SL-M6/655SLUU TAM-655SRL-M6/655SRLUU
E Hexagonal socket head cap screw M6x8...4 screws (M6) H Hexagonal socket head cap screw M6x8...4 screws (M6)
Hexagonal socket head cap screw 1/4-20UNCx3/8...4 screws (UU) Hexagonal socket head cap screw 1/4-20UNCx3/8...4 screws (UU)
38 21 65 (14) 13.8 21 65 a4
A__A 9-C depth 8 A__A 9-C depth 8
Z axis clamp Z axis clamp
@ ©o ¢ b o ©
< <
) 60— 006 8 @ . e} < I
o I b < ™~ ol § < ~
| = N | = N
: =125 2 E Y axis clamp ﬁ” A4 HV 2 E Y axis clamp ﬁ” ? HV
[N H +H|
EEB%}_ 8 - j@ 3 .
[ le o o =D S jd [E <
P =
) [N R \ 3 “MAB o sl ; & ng\,é o &1
X axis of ) i
~L—J X camp LL—J 4-¢D mounting hole X axis clamp LL—J
65 MAX94 #11 counterbore 4-¢D mounting hole MAX94
MAX94 @11 counterbore
A D B D
Part Number (mm) (mm) C (mm) Part Number (mm) (mm) C (mm)
TAM-655SL-M6 25 50 M6 P1 6.5 TAM-655SRL-M6 25 50 M6 P1 6.5
TAM-655SLUU 25.4 50.8 1/4-20UNC 7 TAM-655SRLUU 25.4 50.8 1/4-20UNC 7

TAM-805CL [ Hexagonal socket head cap screw Mdx8...4 screws

4-M4 depth 8 80 14
145 (PCD@62) 70 4-M4 depth 8
25 25 8-M4 depth 8
(“F;é/'; d4e§th 8 Z axis clamp
P:
3
: 3
T Bl 9
o 6o () o0 R 8l g
8 " / " (I{’l -
H] 0 .95 h (3 M °
‘3 | 65 % M16 P1 depth 6 ‘ m H
& M16 P1 depth 6
o
- e
o S’l‘
@
l b 3\ + e -1 :
70 ‘ X axis clamp f MAX84 70 ‘\ “\ f .

MAX84 50 (14) \ \Y axis clamp
4-¢4.5 mounting hole
®8 counterbore

TAM-805SL [ Hexagonal socket head cap screw M4x8...4 screws
4-M4 depth 8 80 22,
14.5 (PCD¢62) 70 4-M4 depth 8
25_ 25 8-M4 depth 8
4-M3 depth 8 Z axis clamp
(PCD¢42) r
. ¥
AP PE
© so—(] ) o643 - RI8 o
te} " » Y =
Qe 6 o o -
| o I T 3 hd °
i 6.5 l; M16 P1 depth 6
feip g L I
=] Y axis clamp
gl —le o | o F . S
@ ‘?" 5 -"r \ < e 8] i
X axis clam,
‘ 70 ‘ 14 P 70 4-¢4.5 mounting hole
80 (14 MAX113 ¢8 counterbore
MAX113
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XYZ axis Preset Stages | TASB-5 Stage size [115/125/ 140/ 160/ 165mm

Space-saving, compact XYZ axis stages with horizontal table top, suitable for less frequent
operations that require fine adjustment.

Application ) ) )
Systems @ |deal for less frequent operations and fine adjustment.
® Elimination of adjustment knobs can prevent errant operations, and elimination of protrusions makes these stages
Optics & suitable for assembly in systems.
Optical
Coatings
I Guide
Holders P A hex wrench with knob and clamping wrench are included.
Bases
Manual
Stages u
Actuators
Motoeized
Stages
Light Mounting Method Detailed lllustration
Sources
Clamp with a screw Top mounting
from the top
Index Tapped holes are used as
counterbores because screws
are smaller than tapped holes
and will go in without any
. interference.
Guide
X axis Stages | | Bottom mounting
Clamp with screws that match
XY axis Stages ‘ the specification of tapped
holes.
: Clamp with a screw
Z axis Stages from the bottom
XZ axis Stages About Mounting Holes
" The bottom mounting Secure from | Secure from
XYZ axis Stages holes of preset stages ] thetop | the bottom
are tapped holes. -
0 axis Stages These stages allow TASB-155 M2 M2.8
9 TASB-255 M2 M3
mounting from the top or
Goniometer the bottom, convenient ~_TASB-405 M3 M4
for securing on optical TASB-405UU 6-32UNC -
Inclination breadboards or other TASB-605 M4 M5
|nstrume_nts as well as TASB-655-M6 M6 M8
Vacuum assembling in systems.
Use the screws of the TASB-655UU 1/4-20UNC | 5/16-18UNC
sizes listed in the table  * When mounting from the top surface, slide the
on the right for mounting.  top surface to insert screws in mounting holes.
Specifications
Ball Guide P
——— METRIC TASB-155 TASB-255 TASB-405 TASB-605 TASB-655-M6
Crossed Roller Part Number
INCH = = TASB-405UU = TASB-655UU
Dovetail Table Size [mm] 15x15 25x25 40x40 60x60 65x65
Lapping Axes of Travel XYZ axis
XY axis +2 XY axis +3 XY axis +7 XY axis +10 XY axis +12.5
V Groove Screw e [l Z axis +2/ -0 Z axis +3/ -0 Z axis +5/ -0 Zaxis +7 /-0 Z axis +7 /-0
Ohters Screw Pitch [mm] 0.4 0.5 0.5 0.5 0.5
Bearing type Dovetail slide method
C115mm Primary Material Brass
125mm Finish Black matte
T40mm Load Capacity [N] 4.9 (0.5kgf) 6.9 (0.7kgf) 29.4 (3.0kgf) 98.1 (10.0kgf) 98.1 (10.0kgf)
£160mm Travel Accuracy Straightness [pm] 30 30 30 30 30
£165mm Max. Moment Pitch [N-m] - 0.3 0.5 1.0 1.0
C80mm Capacity Roll [N-m] - 0.3 05 1.0 1.0
Pitch [7/N-cm — 9.7 5.8 1.5 15
L1100mm Moment Stiffness [ ]
1120mm Roll [”/N-cm] — 7.7 3.7 2.5 25
Others Parallelism [um] 200 200 200 200 200
Weight [kg] 0.04 0.16 0.53 1.73 2.22




BB W7082

O

line Drawing

Pan head screw M2x5...3 screws, One 2.5mm hex wrench with knob,
TASB-155 E One 0.89mm hex wrench

Z axis clamp

3-¢2.2 p4 counterbore (Top mounting)

3-M2.6 (Bottom mounting)

Pan head screw M2x6...3 screws,

iR .

TASB-255 One 3mm hex wrench with knob, One 0.89mm hex wrench
25 4
¢1.5 locking hole 1010 Z axis clamp 6.7
i W
I + 5 =
g g o E - y
o
=l AW g L }\: @
6-M2 depth 3.5
M4 depth 4.5 23 26
— T
Y axis clamp H B #151ocking hole 49
==y
~
JF ] =
@ 20 \3»:1:2.5 $4.5 counterbore (Top mounting)
3-M3 (Bottom mounting)
TASB-405/405UU

X axis clamp

4

-

Z axis clamp

29

o

2D
CAD

3D
CAD

@ XY axis=Wrench size for adjustment 2.5mm, Z axis=Adjustment hole size ¢1.8mm
Wrench size for clamp common to XYZ axes=0.89mm

[Enlarged view of clamp position]

X axis clamp

E Wrench size for adjustment XY axes=3mm,
Wrench size for clamp common to XYZ axes=0.89mm

AT\

X axis clamp

B Pan head screw M3x8...4 screws, One 3mm hex wrench with knob, One 1.5mm hex wrench
Hexagonal socket head cap screw 6-32UNCx3/8...4 screws,

One 3mm hex wrench with knob, One 1.5mm hex wrench (UU)

Wrench size for adjustment XY axis=3mm,
Wrench size for clamp common to XYZ axes=1.5mm

One 3mm hex wrench with knob,hex wrench size for clamp 1.5mm (UU)

$1.5 locking hole 40 5 )
A__A 6-D depth 5 Z axis clamp 8.8 X axis clamp
- K—«—-l 6-D depth 5
1 T
6 o &
e
W
o ® H
C depth 5 34
] 64
Y axis clamp
¢1.5 locking hole
@ Part Number A (0} D G
P Tz S (mm) | (mm) (mm) | (mm)
of toE oF countert . TASB-405 16 32 M4 M3 33 | 6 | M4
B ~#E $F counterbore (Top mounting) g 050y 15.875 | 31.75 | 8/32UNC | 6-32UNC | 4 | 65

TASB-605

4-G (Bottom mounting)

E Hexagonal socket head cap screw M4x10...4 screws,
One 3mm hex wrench with knob, One 1.5mm hex wrench

E XY axes=Wrench size for adjustment 3mm, Z axis=Adjustment hole size ¢ 3mm

Wrench size for clamp common to XYZ axes=1.5mm

TASB-655-M6/655UU
E Hexagonal socket head cap screw M6x12...4 screws,
One 3mm hex wrench with knob, One 1.5mm hex wrench (M6)

Hexagonal socket head cap screw 1/4-20UNCx1/2...4 screws,
One 3mm hex wrench with knob, One 1.5mm hex wrench (UU)

Hex wrench size with knob 3mm, hex wrench size for clamp 1.5mm (M6)

60 5 Hex wrench size with knob 3mm, hex wrench size for clamp 1.5mm (UU)
@2 locking hole 25 25 . 92 locking hole 65 5
w» Z axis clamp 10 A A 8-C depth 8
0| 8-M4 depth 8 Z axis clamp
= v Xaxis clamp o % v
+ T T = o o o [ ] }
8 o © + g ‘ <
™ '
8 e @é} I el = 8 |—|6-—0-0o T
o f N ME’W L i < ME‘ X axis clamp
o O e 5 o O o @r
4-M3 depth 8
| ] 38 37
¥ axis clamp A ¥ axis clamp 757
é’m 78 ¢2 locking hole
$2 locking hole
e i i~
ﬂi LLJ 4-04.2 98 counterbore (Top mounting) :‘ LLJ\ 4-¢6.7¢11 counterbore (Top mounting)
4-M5 (Bottom mounting) 4-D (Bottom mounting)
A B
Part Number (mm) (mm) C D
TASB-655-M6 25 50 M6 M8
TASB-655UU 25.4 50.8 1/4-20UNC 5/16-18UNC
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TAS-5L
TAR-5L

XYZ axis Leadscrew Stages (Vvertical)
XYZ axis Rack and Pinion Dovetail Stages (Vertical)

The TAS type stages have dovetail groove guide and leadscrew adjustment system, suitable for
less frequent operations that require fine adjustment.

The TAR type stages have dovetail groove guide and rack and pinion system, suitable for frequent
operations that require quick motion and long travel.

Application
Systems

Optics &
Optical
Coatings
Holders
Bases
Manual
Stages u
Actuators
Motoeized
Stages Jl Attention
Light HEMounting Method of TAR-25505L P Micrometer brackets may extend above the top surface of some
Sogurces Use M3 pan head screws (only on both stages. Check drawings for more information.
edges) to secure from the top, and M4 pan P Note that some samples might not be able to be fixed on the stage
head screws to secure from the bottom. depending on their shapes, or required travel might not be ensured.
Index EComponents
Part Number TAR-25505L
Z axis TARW-25503L
i XY axis TARW-25502
Guide
i Primary material: Aluminum
X axis Stages Bottom Plate ¢, ’siack Anodized
XY axis Stages TAR-34805L include a base plate that allows mounting on instruments
or bases fitted with M4 tapped holes on [J50mm,
Z axis Stages preventing the handle from contacting the mounting surface.
XZ axis Stages 60
50 1o
) 36 4
XYZ axis Stages e 4-¢4.5 mounting hole
_ /8 counterbore
0 axis Stages ] © BE
. e ©r 4-¢4.5 stage surface mounting hole
Goniometer 3 3K ;é‘ Aé‘ $8 counterbore
Inclination —© ©
Vacuum
Ball Guide
Crossed Roller Specifications
- METRIC TAS-24305L TAS-20605L TAR-25505L TAR-34805L TAR-38405L-M6
Dovetail Part Number
INCH = = = - TAR-38405LUU
Lapping Table Size [mm] 24x30 18x60 25x50 34x40 38x40
V Groove Screw Axes of Travel XYZ axis
. . ’ X axis +20 / -25 .
Ohters XY axis 4 XY axis +7.5 XY axis 10 . XY axis +15
el Z axis +4 Zaxis +7.5 Z axis +10 Sl Z axis +45/ -0
115mm Lead of Actuator [mm/rotation] 0.5 0.5 about 20 about 20 about 20
[125mm Vernier Readable Resolution [mm] — 0.1
J40mm Bearing type Dovetail slide method
160mm Primary Material Brass
165mm Finish Super black chrome
C80mm Load Capacity [N] 4.9 (0.5kgf) 9.8 (1.0kgf) 9.8 (1.0kgf) 14.7 (1.5kgf) 14.7 (1.5kgf)
1100mm Travel Accuracy Straightness [um] 30 30 30 30 30
T1120mm v, MIsTeni Pitch [N-m] 0.1 0.1 0.5 0.5 15
Capacity Roll [N+m] 0.1 0.1 0.5 0.5 1.0
Weight [kg] 0.62 15 0.75 2.1 1.8
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TAS-24305L E Pan head screw M3x5...4 screws TAS-20605L E Hexagonal socket head cap screw M4x10...4 screws
24 38
e 13 18
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